
1/1

Lightweight architecture – Cable and Rod Systems – UMIX – Fitting

Closed Swaged Fitting type 623
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Material:  Stainless steel

Installation: Please note installation manual!

Technical details: Length L after swaging
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Size 008 010 012 014 016 020 024 027 030 036 042
Total length L mm 111 138 165 198 221 278 333 376 416 494 577

Total weight kg 0.1 0.2 0.4 0.7 1 2.1 3.1 4.6 6.1 9.5 15.3

Connection Plate
Material: Produced in stainless steel: mechanical properties according to EN 10025-2, partial safety coefficient γM=1,1; produced in unalloyed steel: mechanical properties S355J2 according to 
EN 10025; partial safety coeffient γM=1,0

Min. width cmin mm 25 31 38 45 53 66 78 88 98 115 135

Plate thickness t mm 5 6 8 8 10 12 15 18 20 25 25

Diameter drilled hole ØdB mm 9 11 13.5 16 18 22 26 30 33 39 45

Distance BB mm 10 12 14 17 18 23 23.5 23.5 28.5 28.5 34

Edge distance fmin mm 14.5 17.5 21.5 26 29 35 42 48 53 62 72

Fittings
Max. diameter swaged part ØDmax mm 13 15 17 20 24 30 34 40 44 55 65

Spade End
Dimension A mm 25 31 38 45 53 66 78 88 98 115 135

Dimension C mm 8 10 12 15 15 20 20 20 25 25 30

Dimension E mm 17 21 25 29 33 40 48 54 59 66 78

Dimension F mm 15 18 22 26 29 35 42 48 53 62 72

Dimension H mm 48 59 71 86 93 117 141 159 173 205 240

Tension Member
Nomin. strand diameter Ø DC mm 6.3 7.9 9.5 11.2 13 16.3 19.5 22.2 24.7 29.8 34.9

Pins
Corrosion protection: Powder coated pins are available to allow a electrochemical seperation between pin and connection plate.

Length pin G mm 29 34.5 40.5 45.5 52 65 70.5 78 90 99 116

Length pin shank LP mm 24 28.5 34.5 39.5 44 55 60.5 66 76 85 100

Outer diameter ØDP mm 8 10 12 14 16 20 24 27 30 36 42


